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Series MV - Automatic Air Vent:

Air release valves shall be of the float operated, single lever type. Valves shall have cast iron body and cover. With the exception of the viton orifice button, all other trim shall be stainless steel. Valves shall be capable of automatically releasing accumulated air while system is in operation, and under pressure. Pressure class to be 150 or 300 as appropriate for the application. Valves shall be “Factory Mutual” approved. Automatic air release valves shall be “Model MV" as manufactured by The Metraflex Company®, Chicago, IL.

Series F900 - Foot Valve:

Foot valves shall be flanged, center-guided, silent, non-slam type. Valves shall have cast iron body, bronze disc/seat, Buna-N seal, stainless steel spring, and stainless steel basket. Flange drilling to be ANSI class 125. Valve inlet stainless steel screening, shall be basket shaped equal to full flow area of the valve. Buna-N seal shall be so designed to provide an initial contact of bronze to buna-N with final contact being metal to metal to prevent destruction of buna-N seal ring. Foot valves shall be “Model #F900" as manufactured by The Metraflex Company®, Chicago, IL.

Model BW/BL - Butterfly Valve:

Butterfly valves shall be of the wafer (BW) or lug (BL) body style. Cast iron body with ductile iron nickel coated, bronze, or 316 stainless steel disc. Pressure rating of 200 psi @ 250°F (EPDM seat) and 200°F (Buna-N seat). Valves to be supplied with 10-position lever lock handle, gear operator, or bare stem for actuation. Butterfly valves shall be “Model BW/BL" as manufactured by The Metraflex Company®, Chicago, IL.
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