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Model SST - Stainless Steel or Bronze Hose & Braid Flexible Connectors:

Flexible connectors shall be of the flexible metal hose and braid type. Flexible hose section to be bronze or 300 series stainless steel, close pitch, corrugated hose with a braided outer covering of type 300 series stainless steel or bronze wire. End connections to be suitable for application and to be made of carbon, stainless steel, or copper. Connector and end fittings must be compatible with mating pipe to minimize galvanic corrosion. Minimum overall length to be at least 18 inches and must allow for a minimum of 1” intermittent offset movement from centerline, or per manufacturer’s recommendations for additional motion. Flexible connectors shall be model “SST Series” or “BBT Series” as manufactured by The Metraflex Company®, Chicago, IL

* Optional materials and end connections are available

Model BBS - Bronze Hose & Braid Flexible Connector (Sweat Ends):

Flexible connectors shall be of the braided bronze type. Flexible hose section to be close pitch, annular corrugated bronze hose with a bronze braided outer covering, (2-1/2" & 3" to be of 316ss hose & braid construction). End connections shall be female copper tube designed for sweat connections. Overall length to allow for a minimum of 3/8” intermittent flexing, or per manufacturer’s recommendations for additional motion. Flexible connectors shall be model “BBS” as manufactured by The Metraflex Company®, Chicago,IL.

Model MM - Stainless Steel Hose & Braid Flexible Connector (Flanged):

Flexible connectors shall be of the braided stainless steel type. Flexible hose section to be 321 stainless steel, close pitch, annular corrugated hose with a braided outer covering of type 304 stainless steel*. End connections to be ANSI class 150 carbon steel plate flanges*. Overall length to allow for a minimum of 1/8” intermittent flexing, or per manufacturer’s recommendations for additional motion. Flexible connectors shall be model “MM” as manufactured by The Metraflex Company®, Chicago,IL.

* Optional materials and end connections are available

Model SLP - Stainless Steel Hose & Braid Flexible Connector (Flanged):

Flexible connectors shall be of the braided stainless steel type. Flexible hose section to be 321 stainless steel, close pitch, annular corrugated hose with a braided outer covering of type 304 stainless steel*. End connections to be ANSI class 150 carbon steel plate flanges*. Overall length to allow for a minimum of 3/8” intermittent flexing or per manufacturer’s recommendations for additional motion. Flexible connectors shall be model “SLP” as manufactured by The Metraflex Company®, Chicago,IL.

* Optional materials and end connections are available 

Model MLP - Stainless Steel Hose & Braid Flexible Connector (Flanged):

Flexible connectors shall be of the braided stainless steel type. Flexible hose section to be 321 stainless steel, close pitch, annular corrugated hose with a braided outer covering of type 304 stainless steel*. End connections to be ANSI class 150 carbon steel plate flanges*. Overall length to allow for a minimum of ¾” intermittent flexing or per manufacturer’s recommendations for additional motion. Flexible connectors shall be model “MLP” as manufactured by The Metraflex Company®, Chicago,IL.

* Optional materials and end connections are available

Model GG - Stainless Steel Hose & Braid Flexible Connector (Grooved Ends):

Flexible connectors shall be of the braided stainless steel type. Flexible hose section to be 321 stainless steel, close pitch, annular corrugated hose with a braided outer covering of type 304 stainless steel*. End connections to be schedule 40 carbon steel grooved ends*. Overall length to allow for a minimum of 1/8” intermittent flexing or per manufacturer’s recommendations for additional motion. Flexible connectors shall be model “GG” as manufactured by The Metraflex Company®, Chicago,IL.

* Optional materials and end connections are available

Model GF - Stainless Steel Hose & Braid Flexible Connector (Groove x Flanged):

Flexible connectors shall be of the braided stainless steel type. Flexible hose section to be 321 stainless steel, close pitch, annular corrugated hose with a braided outer covering of type 304 stainless steel*. End connections to be ANSI class 150 carbon steel plate flange by schedule 40 carbon steel grooved end*. Overall length to allow for a minimum of 1/8” intermittent flexing or per manufacturer’s recommendations for additional motion. Flexible connectors shall be model “GF” as manufactured by The Metraflex Company®, Chicago,IL.

* Optional materials and end connections are available

Model RSS - Reducing Stainless Steel Hose & Braid Flexible Connector (Flanged):

Flexible reducing connectors shall be of the braided stainless steel type. Flexible hose section to be 321 stainless steel, close pitch, annular corrugated hose with a braided outer covering of type 304 stainless steel*. Connectors to have a common centerline to both flanges, the axis of each end to be concentric with the other. End connections shall consist of two ANSI class 150 carbon steel plate flanges*. One equal to the hose diameter, and one to mate with a larger diameter flange. Overall length to allow for a minimum of 1/8” intermittent flexing or per manufacturer’s recommendations for additional motion. Flexible connectors shall be model “RSS” as manufactured by The Metraflex Company®, Chicago,IL.

* Optional materials and end connections are available

Elasto-Flex - Braided Elastomeric Flexible Connector:

Flexible connectors shall be of the braided elastomeric hose type. Flexible hose section to be synthetic polymer core (EPDM) with a woven stainless steel outer braid covering. End fittings shall consist of  brass male tapered pipe thread by brass female swivel connection (nickel coated steel on sizes 1-1/4" - 2"). Installations where the hoses are to be insulated, stainless steel ferrules are required. Flexible connectors shall be fire-rated, for water use only. Overall length per manufacturer’s recommendations for the intended service. Flexible connectors shall be model “ELF” as manufactured by The Metraflex Company®, Chicago,IL.

Model RAF - Bronze Hose & Braid Refrigeration Connector:

Refrigeration connectors shall be constructed of bronze hose and braided outer covering (2-1/2" - 4" to be of stainless steel hose & braid construction). End connections shall be female copper tube designed for sweat connections. Connectors shall be cleaned, de-greased, and bagged to protect from contamination. Connectors shall be tested and approved by Underwriters Laboratories for refrigeration service. Overall length per manufacturer’s recommendations. Refrigeration connectors shall be model “RAF” as manufactured by The Metraflex Company®, Chicago, IL.
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