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Metraloop® - Flexible Expansion Loop (thermal applications):

Provide flexible expansion loops of size and type noted on drawings. Flexible loops shall consist of two flexible sections of hose and braid, two 90° elbows, and a 180° return assembled in such a way that the piping does not change direction, but maintains its course along a single axis. Flexible loops shall have a factory supplied, center support nut located at the bottom of the 180° return, and a drain/air release plug. Flexible loops shall impart no thrust loads to system support anchors or building structure. Loops shall be installed in a neutral, pre-compressed or pre-extended condition as required for the application. For steam service, loops must be installed with flexible legs horizontal to prevent condensate buildup. Install and guide per manufacturer's recommendations. Materials of construction and end fitting type shall be consistent with pipe material and equipment/ pipe connection fittings. For natural gas service, connectors shall be A.G.A. certified. Flexible expansion loops to be “Metraloop®” as manufactured by The Metraflex Company®, Chicago, IL.

Metraloop® - Flexible Expansion Loop (seismic applications):

A. All equipment, either rigidly mounted or mounted on vibration isolators, shall be attached to the piping system using flexible loops designed for seismic movement. Flexible loops shall be capable of movement in the ±X, ±Y, and ±Z planes and must completely isolate the equipment from the piping. System design engineer shall determine the amount of seismic movement required by the Uniform Building Code and/or other applicable codes.

B.  All piping passing through building seismic joints shall contain a flexible expansion loop designed for seismic movement. Flexible loops shall be located at, or near the building seismic joint. A vertical support hanger, located within 4 pipe diameters, shall be installed on each side of the flexible loop. Each hanger to be transversely and longitudinally braced per local codes. Seismic bracing shall not pass through building seismic joint and shall not connect or tie together different sides or parts of building structure. Flexible loops shall be capable of move in the ±X, ±Y, and ±Z planes. System design engineer shall determine the required amount of seismic movement required by the Uniform Building Code and/or other applicable codes.

C.  Flexible loops attached to fuel gas lines, shall be specifically manufactured for fuel gas applications and certified by the American Gas Association. Flexible loops connected to medical gas piping shall be specifically manufactured for medical gas and installed by a certified installer. Unless specified otherwise by system design engineer or governing codes, all flexible loop connections to medical gas piping shall be cleaned, installed, inspected, and tested in accordance with current NFPA-99 standards.

Flexible expansion/seismic loops shall consist of two flexible sections of hose and braid, two 90° elbows, and a 180° return assembled in such a way that the piping does not change direction, but maintains its course along a single axis. Flexible loops shall have a factory supplied, center support nut located at the bottom of the 180° return, and a drain/air release plug. Flexible loops shall impart no thrust loads to system support anchors or building structure. Flexible loops may be installed to accommodate both thermal and seismic motion. For steam service, loops must be installed with flexible legs horizontal to prevent condensate buildup. Materials of construction and end fitting type shall be consistent with pipe material and equipment/ pipe connection fittings. Movement capabilities and location, relative to seismic separation, shall be determined by system design engineer and manufacturers recommendations. Flexible expansion/seismic loops to be “Metraloop®” as manufactured by The Metraflex Company®, Chicago, IL.
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