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Style IV - Pipe Alignment Guide (Spider Type):

Primary and intermediate guides shall be of the radial type employing a heavy wall guide cylinder with weld down or bolt down anchor base. A two section guide spider, having 1/8" maximum diametrical clearance with guide cylinder inside diameter, bolted or welded tight to the carrier pipe which slides through the guide cylinder I.D. Cylinder shall be of sufficient size to clear pipe insulation and long enough to prevent over travel of the spider.  Pipe alignment guides shall be style “PGIV” as manufactured by The Metraflex Company®, Chicago, IL.

Style SG - Pipe Alignment Guide (Slide Type):

Primary and intermediate guides shall be of the sliding type. Two piece construction employing a sliding member to be welded to the carrier pipe and a weld down or bolt down anchor base. Sliding member shall be of sufficient height to clear pipe insulation and long enough to prevent over travel of the slide. Load bearing surfaces shall be Teflon to Teflon (T/T-standard), Teflon to Stainless (T/S), or Graphite to Graphite (G/G) as required for the application. Pipe alignment guides shall be style “SG” as manufactured by The Metraflex Company®, Chicago, IL.

Style RG – Riser Pipe Alignment Guide (Glide Type):

Primary guides shall be of the vertical sliding type. Guides to be used in all building riser, piping systems in conjunction with the Metraflex HPL series compensators (specification #35). Glide series floor and ceiling pipe guides to be installed in pairs, at the floor and ceiling penetrations, and require no additional intermediate guides. Two piece construction employing a sliding member to be welded to the carrier pipe and a bolt down anchor base. Sliding member shall be of sufficient height to clear pipe insulation and long enough to prevent over travel of the slide. Stationary member shall consist of a steel mounting bracket, containing an isolating slide bearing to prevent the transmission of vibration and mechanically transmitted sound to the building structure. Riser pipe alignment guides shall be style “RG” as manufactured by The Metraflex Company®, Chicago, IL.

Style TPFESGI - Pipe Alignment Guide (Slide Type, Insulated): 

Primary and intermediate guides shall be of the sliding type. Two piece construction employing a sliding member to be clamped via xonotlite insulation to the carrier pipe and a weld down or bolt down anchor base. Sliding member shall be long enough to prevent over travel of the slide. Guides shall be designed to support the weight of the pipe per SAME B31.1 support spacing and located per EJMA (Expansion Joint Manufactures Association) guidelines. Load bearing surfaces shall be Teflon to Teflon (T/T-standard), Teflon to Stainless (T/S), or Graphite to Graphite (G/G) as required for the application. Pipe alignment guides shall be style “TPFESGI” as manufactured by The Metraflex Company®, Chicago, IL.
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