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C.S. GROOVED S.S. HOSE
/ ENDS AND BRAID /73.5. BELLOWS +

MATERIAL:

BELLOWS - MULTI-PLY STAINLESS STEEL
HOSE AND BRAID - STAINLESS STEEL
OTHER PARTS - CARBON STEEL

Qty. | Part Number | Size (in) | A (in) B (in) | C(in) Effec}ii\r/]% Area Spr(ilrgbg/iﬁgj’re
GIL04G0200 2 60-5/8 | 5-1/2 6-1/2 13.2 92
GIL04G0250 | 2-1/2 | 58-7/8 | 5-1/2 7-1/2 13.2 92
GIL04G0300 3 64-5/8 | 6-1/2 7-1/2 20.8 172
GIL04G0400 4 64-3/8 | 8-1/2 9-1/2 36.0 103
GIL04G0500 5 68-3/4 | 10-3/4 | 9-1/2 46.4 120
GIL04G0600 6 74-5/8 | 12-3/4 | 11-3/4 58.9 138
GILO4G0800 8 79-3/4 14 13-3/4 88.8 166

DESIGN DATA: NSF 372 - LEAD FREE

TEMP. 700°F. (370°C.) The wetted surface of this product contacted by

PRESS. 150 PSI' (1034 KPa) consumable water contains less than one quarter of one

TETRRESS. 225781 (155 KPo z Tl R
N J\ reduced lead content. Not suitable for pofoble water

MOVEMENT 4" (100mm) ALL DIRECTIONS systems due to materials of construction.

*NOTE: ANCHOR LOADS=

(MAX PSI X EFFECTIVE AREA)+

(SPRING RATE X 8) REV. = DATE
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