FLEXIBLE COUPLING
NEOPRENE RUBBER
NEOPRENE IMPREGNATED
WOVEN NYLON

SEALING BEAD

T BOLT CLAMP
STAINLESS STEEL

INTERNAL RING
STAINLESS STEEL

SIZE I.D.

1

INSERT
PIPE 2"

EXTERNAL RING

STAINLESS STEEL

This is a flexible member and adjacent pipe must be properly anchored and guided.

Coupling to be slipped over pipe to a depth of 2". Torque bolt to 225 inch-pounds.

Pipe Size | Size|.D. | FaceTo | Pressure | Vacuum ; . Angular | Weight
Qty. (in) (in) | Face (in) |  (PSI) (inHg) |ComP- (in)|Elong. (in)| Hegrees) |  (Lbs)
2 2-3/8 7 75 20 1 1/2 10 1.6
2-1/2 2-7/8 7 75 20 1 1/2 10 1.8
3 3-1/2 7 75 20 1 1/2 10 2.0
3-1/2 4 7 75 20 1 1/2 10 2.2
4 4-1/2 7 75 20 1 1/2 10 2.4
4-1/2 5 7 75 20 1 1/2 10 2.7
5 5-5/8 7 75 20 1 1/2 10 2.9
6 6-5/8 7 75 20 1 1/2 10 3.4
8 8-5/8 7 75 20 1 1/2 10 4.3
10 10-3/4 7 75 20 1 1/2 10 5.1
12 12-3/4 7 75 20 1 1/2 10 6.7
MAXIMUM WORKING TEMPERATURE 225°F
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