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CONTACT FACTORY FOR ADDITIONAL SIZES AND MOVEMENTS. ’ 0

QTY | PART NUMBER | NOM SIZE | TUBE OD CENTER TO END | MOVEMENT | PRESSURE RATING WEIGHT
DLVRF80050 1/2" 5/8" 30-1/8" +4" 700 PSI @ 300°F 3 LBS
DLVRF80063 5/8" 3/4" 33" +4" 700 PSI @ 300°F 5LBS
DLVRF80075 3/4" 7/8" 33" +4" 700 PSI @ 300°F 5LBS
DLVRF80100 1" 1-1/8" 34-1/4" +4" 700 PSI @ 300°F 7 LBS
DLVRF80125 1-1/4" 1-3/8" 36-3/8" +4" 700 PSI @ 300°F 10 LBS
DLVRF80150 1-1/2" 1-5/8" 38-3/8" +4" 640 PSI @ 300°F 13 LBS
DLVRF80200 2" 2-1/8" 42" +4" 640 PSI @ 300°F 19 LBS

ALL DLVRF8'S ARE RATED FOR FULL VACUUM.

NOTE: COLD SPRINGING AT INSTALLATION IS RECOMMENDED.

SEE INSTALLATION INSTRUCTIONS FOR DETAILS. REV.1 UL LISTED MARK ADDED DATE: 07/08/2025
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